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PP SHEET MSDS Marathon Enterprise

@ SectionI : Manufacturer’s Information :
Supplier : MARATHON ENTERPRISE CO., LTD
Address :  3F,No. 71.Ln. 118, St. Dongjiou Rd., Gueishan Township, Taoyuan County 33353, Taiwan.

Emergency Telephone Number :  886-3-3590801

@ Section II : Information on Ingredients :
Chemical Substance :  Polypropylene

Content : >95 %+=5% (additives)
Formula: (CsHs)x
CAS Number : 9003-07-0
@ Section IT : Physical and Chemical Properties :
Appearance and Odor : Sheet Form with No Odor.
Boiling Point ( C ): NA-----+
Melting Point ( °C ): About 250°C.
Specific Gravity (Water= 1) : 0.91
Solubility in Water : Insoluble.
Vapor Pressure ( mmHg ) : NA-«----
Vapor Density (air=1 ): NA «eeeee
Evaporation Rate : NA-«----
% Volatile by Volume : <0.01% .

@ Section IV : Reactivity Data :

Product Stability : Very Stable.

Condition to Avoid : Temperature above 300°C.
Incompatibility( Material to Avoid) : Strong Oxidizing Agents.
Hazardous Decomposition Products : None.

Hazardous Reaction & Fire Danger : None.

& Section V : Health Hazard Identification :

Threshold Limit Value : None
Respiratory Protection : None
Special Protection Information : None
Protective Gloves : None
Eye Protection : None

Emergency and First Aid Procedures : None

& Section VI : Fire and Explosion Data :

Flash Point : 350°C.

Flammable Limits : 15g/m’

Extinguishing Media : Water Spray - CO:° Foam: Dry Chemicals-:-
Special Fire Fighting Procedures : No Special Procedures.

Unusual Fire and Explosion Hazards : None.

@ Section VI : Waste Disposal Consideration :
Clean Up: Sweep Up and Deposit in Dry Waste Container.
Waste Disposal Method : Not Critical- Treat as Conventional Solid Waste in accordance with Local Regulations.

€ Section VI : Storage and Transportation :
Storage : Store Stability but Keep Dry.
Transport : No Dangerous. .




